 

[image: image1.jpg]OLDHAM

THEATRE





Main House Lighting Tech Spec.
Standard Theatre Hire 
MAIN HOUSE
LIGHTING EQUIPMENT

Qty
Manufacturer
Model
Type
Power
Notes
PROFILES
26
ETC 
Source Four
15-30deg       750watt 
B size Gobo Holders 5 Iris’s

6
ETC
Source Four
25-50deg
  750watt

8
ETC
Source Four Jnr 25-50deg
  575watt 
M size Gobo Holders 4 Iris’s

FRESNELS

2    Robert Juliat          329H F                                  2000watt

2
CCT
Starlette
 6-50 deg
 2000watt

35
CCT
Starlette
 6-57 deg
 1200watt
4
Patt. 
243

2000watt

14
Patt.
743

1000watt


BEAMLIGHTS
20
ETC                    Source 4 Par     4 Lenses
750watt       

40   Various               Par 64 Long      CP62             1000watt      Some CP60 and 61s available

6     Various               Par 64 Short     CP62             1000watt      5 Sets Of Barn Door Available

FLOODS
12
Strand                Iris One Floods
                  1000watt

5 
Lui 4
Cyc Floods
                  1000watt

7 
Coda1
Cyc Floods
                  1000watt

4      Coda3                 Cyc Floods                           500watt

INTELLIGENT

2      Robe DL4S Profile

2      Robe DL4F Wash
EFFECTS

2 
Le Maitre MVS Hazer

2 
Martin Jem ZR33
1
CCT Silhouette Profile 2000watt – FOLLOWSPOT

2      Eurolite 8 cell blinders

The Coliseum is a 15amp venue therefore, if you are hiring or providing your own LX equipment please ensure you bring either 15amp connections or 15-16amp converters. 

CONTROL
Main Board
ETC Ion Console


2 x 10 Fader Wing

DIMMERS

204 Ways of Dimming

Stage Floor Level 30 Channels @ 3.5K + 4x 5K Channels + 2x Independents + 1x DMX Outlets

Flyfloor 96 Channels @ 3.5K + 4x 5K Channels + 4x Independents + 4x DMX Outlets

FOH 66 Channels @ 3.5K + 2x Independents + 1x DMX Outlets

The other channels are used on Onstage Workers.

Soft Patching available via lighting desk.

POWER
Main Dimmer Room:
3 Phase at 100 amps per Phase

Circuits 1-48               Red Phase

Circuits 49-120           Yellow Phase

Circuits 121-192         Blue Phase

Circuits 193-202         ( Houselights, Workers, Stage blues ) 3 Phase supply

Auxiliary Supply:
3 Single Phase at 32 amps per Phase. Located at rear of stage.


1 x Three Phase 32 amps, located at rear of stage



1 x Three Phase at 32 amps.  Located at Prompt Corner
RIGGING

10   6 Way IWB at 5m long

4 
6 Way IWB at 8ft long
Assorted Socapex cables plus Male/Female Spiders.

Assorted 15A - 15A TRS cabling.

18
Double Purchase Counterweight Flying Bars

12
Single Purchase Counterweight Flying Bars

NB
Consideration should be given to weight restrictions on Bars 1-18.

We reserve the right to limit the amount of lanterns which are rigged on any bar.

There maybe extra charges incurred for the use of Intellegent Lights and Effects.
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